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	The MX 62 provides a back up system,to ensure an accurate analysis from the sensors to meet more and more specific requirements. 


	The MX 62 system already meets the requirements of ATEX 100 A and offers the high level of security required by the SIL 3 (EN 50402). 


	The MX 62 monitor has incorporated these new requirements and other future needs.


	Through its modularity, flexibility, installation and reduced operational costs, the MX 62 is a very attractive solution.


  

  
  
  
    	
		
			The performance is innovative and meet the new requirements in terms of security

	
	
		
			The modularity allows a personalized operation and reduces wiring costs 

	
	
		
			The flexibility helps integration of your system

	
	
		
			The reliability ensures minimum maintenance 

	
	
		
			Programming the outputs considerably reduces the relay requirements

	



  

  
  
    	
				
					Capacity

				
				
					64 secure channels per system (128 channels per console)

			
	
				
					Casing

				
				
					Electric opening, box and console

			
	
				
					Display

				
				
					High definition graphic alphanumeric LCD, remote and optional

			
	
				
					Programming

				
				
					Various possibilities : voting, boolean calculations, Increasing and decreasing alarms, mean etc

			
	
				
					Visual alarms

				
				
					Gas : 4 thresholds 

				
					Maintenance: 

				
					-Calibration mode

				
					- Fault 

				
					- Zero checking Power “on

			
	
				
					Audible alarms

				
				
					Via specialised relays
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



