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	These certified beacons have been designed for use in potentially explosive gas and dust atmospheres and harsh environmental conditions. 


	The glass reinforced polyester enclosures are suitable for use offshore or onshore, where lightweight combined with corrosion resistance is required.


	The beacon housing is manufactured completely from a UV stable, glass reinforced polyester. Stainless steel screws and mounting bracket are incorporated ensuring a totally corrosion free product. 


	Units can be painted to customer specification and supplied with identification labels.


  

  
  
  
    	
		
			Zone 1 and Zone 2 use.

	
	
		
			IP66 and IP67.

	
	
		
			Certified temperature: –55ºC to +70ºC.

	
	
		
			Corrosion resistant GRP

	
	
		
			Optional stainless steel backstrap

	
	
		
			Optional telephone initiation.

	



  

  
  
    	
				
					Material:

				
				
					Body: Glass reinforced polyester. 

				
					Lens: Glass. 

				
					Cover Screws + Backstrap: Stainless steel 316.

			
	
				
					Finish:

				
				
					Natural black or painted to customer specification.

			
	
				
					Certified Temp:

				
				
					Exd   –55ºC to +70ºC (T4). 

				
					         –55ºC to +55ºC (T5). 

				
					         –55ºC to +40ºC (T6). 

				
					UL    –55ºC to +70ºC (hazardous locations)

				
					.       –55ºC to +55ºC (ordinary locations).

			
	
				
					Fire Retardancy:

				
				
					GRP is fire retardant to ISO 1210.

			
	
				
					Terminals:

				
				
					6 x 2.5mm2.

			
	
				
					Tube Life:

				
				
					>1x106 flashes
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



