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	These high output (21 Joule) beacons have been designed for use in potentially explosive atmospheres and harsh environmental conditions. 


	The marine grade alloy or stainless steel enclosures are suitable for use offshore or onshore, where lightweight combined with corrosion resistance and strength is required.


	Units can be painted to customer specification and fitted with identification labels. Available with optional Exe terminal chamber.


	Stainless steel, one of the most durable materials available on the market, is both hard wearing and corrosion resistant, increasing the life of products in harsh environments and therefore reducing maintenance costs


  

  
  
  
    	
		
			Zone 1 and Zone 2 use.

	
	
		
			*Certified temperature: –55ºC to +70ºC

	
	
		
			Stainless steel or marine grade alloy.

	
	
		
			Twin replaceable tubes

	
	
		
			Telephone or relay initiated option.

	



	*Depending on version.


  

  
  
    	
				
					Material:

				
				
					LM25TF Marine Grade Alloy body. 

				
					Grade 316 ANC4B Stainless Steel body.

				
					Glass reinforced polyester (GRP) terminal chamber. 

				
					Toughened Wellglass

			
	
				
					Finish:

				
				
					Red epoxy paint finish as standard or to customer specification.

			
	
				
					Certified Temp:

				
				
					UL -25ºC to + 70ºC. 

				
					ATEX -50ºC to +55ºC (Ex de). 

				
					ATEX, IECEx, CUTR & Inmetro. 

				
					-55ºC to +70ºC (Ex d)

			
	
				
					Weight:

				
				
					Exd: 6.6kg. Exde: 7.6kg. Add 8.4kg for stainless steel version

			
	
				
					Terminals:

				
				
					Exe: 6 off suitable for up to 6mm2 cable. 

				
					Exd: 8 off suitable for up to 6mm2 cable.

			
	
				
					Tube Life:

				
				
					>1x106 flashes
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



