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	Overview
	Features
	Characteristics




  
  
    
	This range of rugged and weather-resistant beacons has been designed with high weather protection to cope with harsh environmental conditions.


  

  
  
  
    	
		
			Waterproof. IP66 and IP67.

	
	
		
			Operating temperature: -40ºC to + 70ºC.

	
	
		
			Fiberglass body painted in red resistant to corrosion.

	
	
		
			High intensity flash

	
	
		
			Polycarbonate lens, different colors available.

	
	
		
			Stainless steel lid screws retained.

	
	
		
			Optional lens protection.

	
	
		
			Optional launch of the phone or relay. 3 M20 cable entries.

	
	
		
			Replaceable tube. Double switchable flash.

	



	 


  

  
  
    	
				
					Material:

				
				
					Body made of UV resistant fiberglass reinforced polyester.

				
					UV stable polycarbonate lid / lens.

				
					Stainless steel cover screw

			
	
				
					Finish:

				
				
					Painted in red as standard or according to customer specifications.

			
	
				
					Power Tube:

				
				
					10 Joules (second flash 7.5 Joules).

			
	
				
					Weight:

				
				
					1.1kg

			
	
				
					Operating temperature:

				
				
					-40ºC to + 70ºC.

			
	
				
					Tube life:

				
				
					> 1 x 106 lightning
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



