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	These certified fixed lights have been designed for use in flammable atmospheres and under adverse environmental conditions.


	Marine grade or stainless steel alloy housings can be used at sea or on shore, where lightness combined with corrosion and resistance resistance is required.


	Units can be painted to customer specifications and tagged.


	European and worldwide approvals are available, refer to the main section of the 


  

  
  
  
    	
		
			NEMA 4x and 6, IP66 and IP67.

	
	
		
			* Certified temperature: -67ºF to + 131ºF. -55ºC to + 55ºC.

	
	
		
			Fluorescent up to 39W.

	
	
		
			Incandescent lamps provided.

	
	
		
			Resistant to corrosion.

	
	
		
			Optional lens protection.

	
	
		
			Tapered flame path.

	
	
		
			Insider Relay.

	



	* Depends on the model.


  

  
  
    	
				
					Material:

				
				
					LM25TF Marine grade alloy body.

				
					ANC48 316 stainless steel body.

				
					Well tempered glass.

			
	
				
					Finish:

				
				
					Gray epoxy paint finish as standard or according to customer specifications.

			
	
				
					Voltage:

				
				
					FL4 24V dc, 120V ac, 240V ac ± 10% 50 / 60hz.

				
					FB4 110V a.c. ± 10% 50 / 60hz

			
	
				
					Certified temperature:

				
				
					FL4 -4ºF to + 131ºF (-20ºC to + 55ºC).

				
					FB4 -67ºF to + 131ºF (-55ºC to + 55ºC).

			
	
				
					Weight:

				
				
					FL4 14 - 17lb / 6.5 - 7.9kg (add 19lb / 8.4kg for the stainless steel).

				
					FB4 13lb / 6.4 kg

			
	
				
					Protection against ingress:

				
				
					IP66 & IP67.
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



