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	This range of probes has been specifically designed for use in demanding industrial and marine environments where rugged construction and a high degree of protection are required.


	The body is made entirely of a UV-resistant glass-reinforced polyester, which is also highly flame retardant and impact resistant.


	Stainless steel screws are incorporated, ensuring a product without corrosion.


	MEDC can also provide a range of sounders suitable for use in potentially explosive atmospheres.


  

  
  
  
    	
		
			4 IP66 and IP67.

	
	
		
			Temperature range: -55ºC to + 70ºC.

	
	
		
			GRP resistant to corrosion and painted in gray.

	
	
		
			Up to 117 dB (A) output.

	
	
		
			27 tones selectable by the user.

	
	
		
			The tones can be programmed according to the customer's specifications.

	
	
		
			Ratchet mounting bracket made of stainless steel.

	
	
		
			Continuity of Earth available.

	
	
		
			Painting finish to customer's requirement.

	
	
		
			Available in accordance with AFNOR NF S 32 001.

	



	 


  

  
  
    	
				
					certification:

				
				
					Body and horn in UV-resistant polyester, reinforced with glass.

				
					Swivel bracket made of stainless steel.

				
					Cover the stainless steel screws.

			
	
				
					Finish:

				
				
					Painted to customer specifications.

			
	
				
					Voltage:

				
				
					Up to 48V d.c. Up to 254V a.c.

			
	
				
					Operating temperature:

				
				
					-55ºC to + 70ºC.

			
	
				
					Weight:

				
				
					About 2.6 kg Depends on the model.

			
	
				
					Inputs

				
				
					2 x M20 ISO + 1 x shutter.

			
	
				
					Mounting:

				
				
					Stainless steel bracket with ratchet device

			
	
				
					Terminal

				
				
					4 x 2.5 mm2 (a.c.), 6 x 2.5 mm2 (d.c.).
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



