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	The PS1 monitors a single gas, for a variety of applications. Widely used in the oil and gas industry, this rugged, extremely lightweight and accurate monitor clips easily onto a collar or vest. This puts the instrument near the breathing zone for maximum user protection and safety. Audible, visual, and vibrating alarms alert the user, should gas be present and alarms can be latching until the user acknowledges that an alarm is present.


	The PS1 Bump Test and Calibration Station is designed to give a fast visual indication that instruments are calibrated correctly. Just place the instrument in the cradle and close the lid. Calibration is complete in 90 seconds and bump testing in 60 seconds. Results can be easily extracted for Calibration Certificate printing at your convenience.


	Manual bump testing and calibration is also possible and only requires a cylinder of test gas and regulator. A manual calibration can be performed in less than two minutes with results stored on the PS1.


  

  
  
  
    	
		
			On/Off capability

	
	
		
			Field adjustable alarm settings

	
	
		
			Single gas monitors for H2 S, O2 , CO, SO2

	
	
		
			Easy one button operation

	
	
		
			Displays real time value

	
	
		
			Datalogging as standard

	
	
		
			Includes fully programmable menu for alarms and latching/non-latching settings

	
	
		
			Alarms: Audible, visual, vibrating, TWA, STEL, low battery and end of life

	
	
		
			Rugged stainless steel alligator clip

	
	
		
			2 year warranty

	



  

  
  
    	
		
			Fast visual indication

	
	
		
			Simple bump test or calibration

	
	
		
			Full data and calibration results

	



  



										
									
								

							
	
								
			


	





		
	
		
			
				
					[image: Air Filters]
					
					Air Filters

				
			

		
	
	
		
			
				
					[image: Liquid Filters]
					
					Liquid Filters

				
			

		
	
	
		
			
				
					[image: Inspection Systems]
					
					Inspection Systems

				
			

		
	
	
		
			
				
					[image: Measuring instruments]
					
					Measuring instruments

				
			

		
	
	
		
			
				
					[image: Gas Detectors]
					
					Gas Detectors

				
			

		
	
	
		
			
				
					[image: Flame Detectors]
					
					Flame Detectors

				
			

		
	
		
		
	








	
		
		
			
				
					Home | 
					Presentation

					Products | 
					Applications

					
					News | 
					Contact
				
			
			

				
				
					
						
							
							
						

					

				
				
			

				
				
				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
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