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	These new and improved manual alarm call points have been designed for use in hazardous locations and harsh environmental conditions. 


	The GRP enclosure is suitable for use onshore or offshore where light weight combined with a high level of corrosion resistance is required. 


	The unit is now supplied with a lift flap that latches firmly in place.


  

  
  
  
    	
		
			IP66 and IP67.

	
	
		
			Corrosion free GRP construction

	
	
		
			A variety of colours available

	
	
		
			4 Up to 9 terminals available

	
	
		
			Optional LED – indicates that the unit has been operated

	
	
		
			Earth continuity option for metal glands.

	
	
		
			1 or 2 changeover switches.

	
	
		
			4 Captive cover screws.

	



  

  
  
    	
				
					Material:

				
				
					Anti-static UV resistant glass reinforced polyester.

			
	
				
					Finish:

				
				
					Red painted finish as standard or to customer specification.

			
	
				
					Finish:

				
				
					Red painted finish as standard or to customer specification.

			
	
				
					Voltage:

				
				
					Up to 254V a.c. Up to 28V d.c

			
	
				
					Weight:

				
				
					1.2 kg. (Varies with models and entries).

			
	
				
					Ingress Protection:

				
				
					IP66 & IP67.
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



