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	Hepatex PB Clean Room EPA and HEPA Cleaners are designed for the separation of fine particles in suspension such as bacteria, viruses, soot, dust, etc.


	They are used in air supply and exhaust systems, or in clean room facilities in the nuclear, electronics, optical, medical and chemical industries.


	Hepatex PB EPA / HEPA filters can be combined in a variety of units to suit most applications, especially when space is limited.


	The filter media is tested for penetration, pressure drop, tensile strength, density, weight and water impermeability.


	Each glass quality filter is subjected to the oil mist test and is guaranteed without leakage.


  

  
  
  
    	
		
			Low pressure loss

	
	
		
			Reduction of energy consumption and operating costs

	
	
		
			Fully used, large filter area

	
	
		
			Extremely long service life

	
	
		
			Optimized airflow

	
	
		
			For optimal performance and longer life

	
	
		
			Filter paper holder

	
	
		
			No loss of fiber

	
	
		
			Intrinsically stable filter mat

	
	
		
			Eliminates the penetration of dust

	
	
		
			Self-supporting and robust cellular structure

	
	
		
			For rigidity, force and high burst pressure

	



  

  
  
    	
				
					Filter class (EN 779 and EN 1822)

				
				
					F9 / E10 / E11 / H13

			
	
				
					Maximum operating temperature

				
				
					100 ° C (F9-E11) / 125 ° C (H13)

			
	
				
					Flammability class

				
				
					K2 / F2 (F9-E11) / K1 / F1 (H13)

			
	
				
					Weight

				
				
					 

				
					1.2 kg - 1.5 kg

			
	
				
					Media format

				
				
					Mini-pleat

			
	
				
					Media material

				
				
					Cellulose / Cellulose and Glass / Glass

			
	
				
					Frame material

				
				
					Galvanized steel / stainless steel

			
	
				
					Seal material

				
				
					Polyurethane or Silicone

			
	
				
					incinerable

				
				
					No
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



