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	The increasing emphasis on protecting the health of employees and customers from the hazards of hazardous substances makes it increasingly necessary to install appropriate filtering measures for the purification of incoming, outgoing and ambient air flows.


	The ScandSorb C refillable cartridges do just that, and with great flexibility also thanks to the wide variety of active carbon, Puratex or other types of media.


	With a rechargeable design, ScandSorb C combines low cost of ownership with high performance.


  

  
  
  
    	
		
			Elimination of odors and gaseous substances

	



	Decreases the causes of unhealthy building syndrome

	
		
			Both physisorption and chemisorption varieties available

	



	For gases that are difficult or impossible to eliminate with standard carbons

	
		
			Refillable cartridges

	



	Reduces the cost of ownership and reduces the impact on the environment

	
		
			Available in a variety of activated carbons and mediums

	



	To suit the wide range of odors and gaseous substances

	
		
			Also available for the disposal of radioactive and dangerous gases

	



	Suitable for the most demanding applications


  

  
  
    	
				
					Maximum air circulation temperature

				
				
					70 °C

			
	
				
					Maximum relative humidity

				
				
					70 %

			
	
				
					Minimum adsorption contact time

				
				
					0,1 seconds
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



