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	Overview
	Features
	Characteristics




  
  
    
	An economical, melt blown , filter element that can be used in a wide range of applications. 


	The MBC depth , filter is constructed of 100% polypropylene media for chemical compatibility with a variety of process , fluids. The molded core prevents collapse even at elevated temperatures.


  

  
  
  
    	
		
			Available in nominal ratings from 1 to 75 microns 

	
	
		
			Molded core for excellent collapse strength 

	
	
		
			Graded pore construction for long on-stream life

	
	
		
			Melt blown media resists dirt unloading as differential pressure increases

	
	
		
			Non-shedding 

	
	
		
			High dirt holding capacity 

	
	
		
			Economical depth ,filtration 

	
	
		
			Thermal bonded endcaps optional 

	
	
		
			Free of binders, adhesives and surfactants

	



  

  
  
    	
				
					Filter Type

				
				
					Retention Rating (microns)

				
				
					Nominal Length (inches)

				
				
					End Configuration

				
				
					Gasket or O-Ring

			
	
				
					MBC Series

				
				
					1                   20

				
					3                   30

				
					5                   50

				
					10                 75

				
					 

				
				
					–5        –29.25

				
					–9.75        –30

				
					–10          –39 

				
					–19.5        –40

				
					–20 

				
					 

				
					 

				
					 

				
					 

				
				
					P              Double Open End (Hard Endcaps)

				
					P2            226/Flat Single Open End

				
					P3            222/Flat Single Open End

				
					P6           Self-Seal Spring on One End

				
					P7           226/Fin Single Open End

				
					P8            222/Fin Single Open End

				
					PX           Extended Core

				
					N             None (Cut Ends) Direct

				
					DBG        Bond Santoprene Gaskets

				
					      

				
				
					B     Buna-N

				
					E     EPDM

				
					N     None

				
					S     Silicone

				
					T     Teflon encap. Viton (O-Rings only)

				
					V     Viton
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



