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										LPF Series Industrial Multi-Cartridge Filter Housings


												

					
	Overview
	Features
	Characteristics




  
  
    
	The LPF Series filter housings are constructed of durable stainless steel and meet the needs of general purpose industrial and commercial filtration.


	All welded surfaces in contact with the fluid are made of stainless steel.


	External surfaces are sandblasted for a smooth, easy-care finish.


  

  
  
  
    	
		
			304L or 316L durable stainless steel for excellent

	
	
		
			Corrosion resistance

	
	
		
			Universal seat bowls accept DOE or 222 filters;

	
	
		
			226 optional cups

	
	
		
			Choice of a V-flange or swivel bolts for convenient cartridge changes

	
	
		
			Eye nuts on the swing bolt style facilitate removal with

	
	
		
			Minimal tools

	
	
		
			Accepts 10 ", 20", 30 "and 40" cartridges

	
	
		
			The fully threaded tie rod allows adjustment of various styles / lengths of filters; wing nut for easy removal

	
	
		
			Removable cartridge posts for easy cleaning

	
	
		
			Suitable for flows from 21 to 588 GPM

	
	
		
			Accommodates up to 23/4 "OD cartridges

	
	
		
			Equipped with 1/4 "vent and 1/2" drain

	



  

  
  
    	
				
					Maximum operating pressure:

				
				
					150 psig (10.3 bar) at 200 ° F in liquid service Do not use with compressed gases

			
	
				
					O-ring shell:

				
				
					Buna N, Viton, EPDM, Teflon encapsulated viton

			
	
				
					Internal components:

				
				
					The 316L compression plate and tie rod are included for use with open end filters.

				
					 

				
					If double-ended open filters are used, specify IP (internal parts) in the enclosure description for tube guides and springs
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				Siege:  Zitouna Space. Office. C - 4  Montplaisir, 1073 Tunis

				Phone. : +216 71 90 53 08 / 71 90 35 08       Fax : +216 71 90 20 11

				E-mail : 
					commercial@wat-tunisia.com /
					contact@wat-tunisia.com
				

			

			

				
				
		

	



